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1. GENERAL 

1. 01 This specification covers the connections and cording for 592-type 

telephone sets. 

2. CONNECTIONS AND CORDING 

2. 01 Connections for the 592-type telephone sets shall be in accordance 
with drawing LA-540 264. • 

2. 02 Cording for the 592-type telephone sets shall be in accordance with 
drawing LA-540265. 
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/ - CONTACT SEQUENCE : 

REMOVING HANDSET 

/. cA Closes before de 
z. e 3 opens 
RESTORING HANDSET 
/. fg CLOSES 
2 de. OPENS BEFORE zb'. 

2" FOR MANUAL SERVICE, REPLACE DIAL WITH APPARATUS 

BLANK, AND GREEN LEAD FROM TERMINAL !Z CF TERMINAL 
STRIP ASSEMBLY SHALL BE TRANSFERRED FROM (F) 
TERMINAL TO (RR) TERMINAL AT NETWORK . 


CONNECT TO TERMINAL 
'F~ ON NETWORK. (.SEE - 
NOTE 2) 
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MTS CORD {SEE TABLE 
POP CONNECTIONS) 
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MICROPHONE 


VIEW PROM UNDER SIDE OP 
M/CROPHONE tj CONTROL UNIT ASSEMBLY 


NOTES: 

A. (L FOR METHOD OF CONNECTING AND SOLDERING LEAD 

WIRES TO CONTACT SPRINGS AND EYELET TYPE TERMINALS 
REFER TO LA850M2-33, FIGS. 84 & 85A RESP.) 

8. (L FOR METHOD OF WRAPPING AND SOLDERING LEADS TO 
CONTACT SPRING TERMINALS REFER TO LA850112-37 
FIG. ioi.; 

C. ALL OTHER SOLDERING SHALL 8E PER KS524 METHOD C. 


NOTES CONTINUED 

D. ALL WIRES ARE LEADS OF INDIVIDUAL APPARATUS, 
UNLESS DESIGNATED WITH ITEM NUMBERS. 

E. ITEMS 5, 6, 24, 25, 26, 27,428 «=*» ARE 
SPECIFIED IN STOCK LIST OF LP14A241 


L DESIGNATES GUIDANCE INFORMATION 


DIMENSIONS UP TO AND INCLUDING 72 INCHES EXPRESSED IN INCHES. * 
NON-LIMITED DIMENSIONS. OTHER THAN SIZE OF RAW MATERIAL. SHALL' 
■E HELD WITHIN FRACTIONAL DECIMAL 
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UNDER SIDE, POT TO 
R6REE WITH LP-HAi5+, 
ISS.E. TERM STRIP TO 
AGREE WITH if-J4A242, 
I iSS+BK&W LEAPS 
FROM EQUALIZER 
WERE SHOWN CONNECTED 
WITH CORD TIPS TO 
SCREW TERMS. 20 & 2/ 

RESP. Of term strip 

ON TOP SIDE, 
Removed . resistor 


DESIGNATED item 42, 
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* LEADS ARE EROM MICROPHONE 
CONTROL UNIT ASSEMBLY. 
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NOTE : 

A THE MOUNTING CORD SHALL BE DRESSED TO 
APPROACH AS NEARLY AS POSSIBLE THE 
METHOD OF DRESSING AS SHOWN. 
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STOCK LIST 


SUPPLEMENTARY DRAWINGS 


SIGNIFICANCE OF SYMBOLS AND ITEM NUMBER SUFFIXES 


—PARTIAL ASSEMBLIES OR OTHER 
DRAWINGS WITH STOCK LISTS 
—FARTS SHIPPED LOOSE 


ITEMS NOT SPECIFIED AS 
• OR "D" PARTS IN ITEM COLUMN 
ARE INDIVIDUAL ("A"l PARTS. 


WHERE ITEMS HAVE REFERENCE DESIGNATIONS. THEY MAT BE 
USED IN LIEU OF ITEM NUMBERS ON THE DELINEATION.' 

✓ IN “RCO“ COLUMN OF STOCK LIST—QUANTITY AS REQUIRED 

✓ IN “REQ" COLUMN OF SUPPLEMENTARY DWG LIST—DRAWING REQUIRKO 
• DENOTES MANUFACTURE DISCONTINUED 

■ DENOTES MANUFACTURE LIMITED 
AS—OENOTES APPARATUS BOOK ORAWINOS 
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